A E
D B C
/ | / | ! / | an
[ i ! L7 i /
tHETF FF == —e———f == f=-—- e
'/ ’ | '/ / /’ ' ' '/ '/ : )
Il ' Il /' ==
Inner bar Emitter(SUS303) 12.Tpitch
(insulating material, Teflon) (Titanium : Optional) HV cable

Ground electrode

Silicon cable/SUS shield
0.D.910.2 1.D98.0

(casing, SUS304)

1A / I '/ / | /L I '/ '/ L
~ li // I/ i // // i I/ I/ ’/
S ] /] /| 9 VL
= | /] |/ vy ’
- [/ %ﬁ [ [l
=<
F G
. . ' SUS Ground wire
SUS screw for fixing 1.25-4 terminal ring with nylon fube
M5X15. nut, SW \@>
[
Note:

H.V. connector A3030R

AN
W,L _________

Connected to the power unit

% When bar overall length (A dimensions) exceeds
2m by default, the screw for fixing become three.

% When you order pitch and the number of screw for fixing,
please write in the designation dimensions list.

% Production possible length is 100 mm minimum.

Designation dimensions list (please fill in order dimensions) sk CUSTOMER NAME 58 CUSTOMER'S MACHINE CODE
- i _
mark A B C D E F G H * &g TITLE RE SCALE Bff UNITS ‘@‘6‘
Overall Fffective | Cable end | Dead end | HV. cable | SFud DF SFUd CE | Number of Static bar SS50CE 1 mm

name length length length length length length length Stud HE MATERIAL #% NOTE fER Dr. &R Chk. Bff DATE

notes B+C+D Multiple of 3omm(min) | 30mmimin) | 3m(standard) 25mm 25mm 2studs  |Compatible with RoHS| With CE marking [ N.Oyama MKawakita 2020.11.26
Dol 100mm(min.) 12.7mm i i (standard) | (standard) | (standard) - o . 905 (O |BH5% DRAWNG No.
dimensions bAoAt 220 B130826043
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